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MxPro 4 Semi-Flush
Bezels

Advanced bezels are colour matched with
all our fire alarm control panels using
RAL7035.

All bezels are provided complete with
fitting kit for a quick and easy solution for
semi-recessing the MxPro 4 series control
panels.

Please note: when recessing, extra
clearance (5mm all sides) must be
factored to allow the bezel to be fitted to
the backbox.

Key Features
Semi flush fitting for all MxPro 4 panels
Picture frame effect for ease of installation 30mm flange for control
panels, 20mm for repeaters.

Specification
MXM-001 H320mm x W345mm

MXM-002 H475mm x W450mm

MXM-008 H220mm x W300mm

MXM-032 H950mm x W450mm

MXM-037 H340mm x W368mm

Order Codes and Options
MXM-001: Semi-Flushing Bezel for Mx-4100
MXM-002: Semi-Flushing Bezel for Mx-4200/Mx-4400
MXM-008: Semi-Flushing Bezel for Mx-4010/Mx-4020
MXM-032: Semi-Flushing Bezel for Mx-4800
MXM-037: Semi-Flushing Bezel for Mx-4100/L
MXM-048: Semi-Flushing double bezel for 2 multi-loop

panels side-by-side
MXM-054(F): 19 inch Rack mounting bezel (6U high) for a

50, 100 or 200 Zone LED card
MXM-054-001(F): 19 inch Rack mounting bezel (300 high) for a

50, 100 or 200 Zone LED card
MXM-057: Spare 19 inch Rack mounted adaptor plate for

Mx-4400 chassis


