
Sounder Beacons
Symphoni LX Wall

Dimensions

Technical Specification

Catalogue Numbers

Reference Cat No Description

SYG1/LX-W/RF/W1 8500044FULL-0044X Symphoni LX Wall, Red Flash, White Body
SYG1/LX-W/RF/R1 8500045FULL-0045X Symphoni LX Wall, Red Flash, Red Body
SYG1/E/LX-W/RF/W1 8500054FULL-0054X Symphoni LX Wall, Red Flash, White Body, European tone
SYG1/E/LX-W/RF/R1 8500055FULL-0055X Symphoni LX Wall, Red Flash, Red Body, European tone
SYG1/LX-W/RF/R1/WP 8500050FULL-0050X Symphoni WP LX Wall, Red Flash, Red Body
SYHO/LX-W/RF/R1 8500075FULL-0075X Symphoni HO LX Wall, Red Flash, Red Body
Symphoni Voice+ LX Wall is available, with 16 voice messages, including international tones. Please contact customer services for more details.

Features

• Ultra low current consumption

• Up to 7.5m coverage volume (switchable to 2.5m)

• 0.5 or 1Hz Flash rate

• Coverage switch to 2.5m

Benefits

• Use where current consumption is a key consideration

• Ideal for bedrooms, bathrooms and toilets

• Switch flash rate to 0.5Hz to reduce current consumption

•  Reduces power consumption by up to 50%

The Symphoni LX Wall is a durable sounder beacon
that is certified to EN 54-23. Boasting impressive
performance and a durable design, it ensures
reliability and energy efficiency. Its high sound
output makes it suitable for open areas or where
there is higher than normal background noise. There
is a standard version, providing UK alarm tones and
an "E" version that has tones including the German
DIN tone and the Netherlands Slow Whoop.

The Symphoni LX is also available as a 'base-only'
variant, meaning existing Symphoni sounders can
be retro-fitted into an EN 54-23 approved base.

Mounting Wall

Voltage 18 - 28VDC (Fire Use)

Current 15 - 30mA dependent on setting
(Sounder; tone 29)

Coverage (y) 7.5m (Switchable to 2.5m)

Mounting Height (x) 2.4m (max)

Coverage Volume Code W-2.4-7.5

Coverage Volume 135 m3 (15m3)

Flash Rate 1Hz (Switchable to 0.5Hz)

Operating Temperature -10ºC to +55ºC, -25°C to +70°C (WP)

Monitoring Reverse Polarity

Protection IP21C, IP66 (WP)

Weight 200g

Body Colour White or Red

Flash Colour White or Red

Sound Output 100dB(A) (Typical tone 29 - Symphoni)
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